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BW 80 AD-5



Technical Data BOMAG
BEW 80 AD-5

Weights
Operating weight CECE ...

Average static linear load CECE ...

Dimansians

Working width ..

Track radius, inner ..

Driving Characteristics
Working speed with vibration ........_... kméh 0- 10,0
Max. gradeability withoutfwith vibr. _.. % 40/30
Drive

Engine manufacturer ... Kubota

Emisa'run - CTETCIONPUTOPONPRTRTPRIS Stage V / TIER4f
Number r.:lf l:'!ﬂll'll:hrs 3

Performancs 150 14396 .....oooceen. KW 15,1
Performance SAE J 19485 hp 20,2

3 ; min-1 3.000

Speed adjustment 1 .. min-1 2.100

Speed adjustment 2 ... ... min-1 3.000

Electric aquipmennt ..ot ') 12

Derivan dmim ... frant + rear

Brakes
Service brake ... hydrost.
Parking brake ... hydromec.

Steering

Steering syslem ... oscil artic.
Stearing mHIh-::-d hydrost.
Steering / oscillating Etngla +.l'- grad e
Crabwalk ... ... mm 0- 50

1.550
87
1.200

ESE

m 800
m 2.080

B 8

Exciter system
Vibrating dmum .. frant + rear

Drrive sysbam ... hydrost.
Frequancy ... - Hz 42163
Amplitude ... E mm 0,50
Centrifugal force ....o..oocveeveeeeeeee kN mr

Sprinkler System

Type of sprinkling ... pressure
Capacities

T O O O o 0 | 30,0
Wirbar oo I 100.0

Frchnicsl modiicaions ressrvesd. kischnss may be shows with opiions.




ARX 12-2 LIGHT TANDEM VIERATORY ROLLER [EU Stage V f U.S. EPA Tier & final)

DIMENSIONS

A = MACHINE LENGTH

B = WHEELBASE

C = MACHINE HEIGHT

[ = MACHIME HEIGHT (FOLDED ROPS)
E = DRUM WIDTH

F = WORKING WIDTH WITH OFFSET

G = MACHIME LEMGTH (FOLDED ROPS)
H = GROUMD CLEARAMCE

H1 = SIDE CLEARAMNCE

I = DRUM DIAMETER

J = DRUM SHELL THICKMNESS

K = MACHIME WIDTH (TOTAL)

WEIGHT E OPERATING CHARACTERISTICS

2140 mm

1440 mm

2400 mm

1725 mm

B20 mm

B&& mm

2330 mm

230 mm

370 mm

380 mm

12 mm

B&3 mm

OPERATING WEIGHT CECE

OPERATING WEIGHT MAX.

STAT. LIN. LOAD OF FRONT DRUM

STAT. LIM. LOAD OF REAR DRUM

TURMING RADIUS INSIDE

1460 kg
1610 kg
B.2 kgfcm
0.6 kgfcm

2100 mm
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